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Avanti Acoustical Fabric Baffles are an elegant way to 
add sound absorption to existing ceilings and provide acoustical 
treatment for open truss, concrete or other hard-surfaced overhead 
construction. A wide choice of sizes, shapes and colours allow you 
to create dramatic three-dimensional ceiling designs, or to subdue 
the acoustical treatment within the existing design. The Avanti 
Fabric Baffle is two piece construction, 2” thick, with tucked seams. 
Hardware for hanging is factory installed on the top edge.

Acoustic core

Resin edge-hardened 6 Ib/ft3 fiberglass. Inorganic, durable and 
dimensionally stable.

Sound absorption

Average 1 sabin per square foot.

Sizes

Two inch thickness. Standard dimensions from 36” to 120” in 
length, 11-1/2” to 30” in depth. Custom sizes available.

Shapes

Flat shapes or formed panels to specification, including
radius corner and edge details.

Finishes

Standard 100% polyester fabric is available in 40 colours. It 
resists moisture damage such as rot or mildew, and is easy to 
clean and cannot be permanently soiled or stained. The delicate 
natural textures provide unprecedented colour consistency while 
still passing the test tor heavy duty abrasion resistance. The fabric 
is flame resistant (test data available on request). Panels can be 
wrapped in customer-selected fabrics or perforated vinyls.

Mounting

Vertically mounted to existing ceiling structure. Adapter clips 
available for mounting to tee bar suspension systems. 
(see reverse side for details)

Fire safety

All baffle components have Flame Spread Ratings less than 25 
(Class A) per ASTM E84.
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Reinforced existing
tee bar

Existing ceiling
finish

Caddy clip to
tee bar

“D” Ring

Two layers of
6 lb/ft 3 fiberglass
laminated back to
back (foil septum
optional)

Baffle suspended from clip 
using S hook

Shapes

Section Through Baffle
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